Fuenta New
PDD

Profile finish:

D

01 Chrome

Fuenta New PDD + Giaros A

Shower enclosure set consists of 2 parts: left and right. Please specify both article numbers when making an order.
LEFT PART

Tray width Dimension to the glass panel axis Height TRANSPARENT GLASS
(A1) (§4)) (G)) Art. No.

PDD 80 L 800 767-782 2000 384002-01-01L
PDD 90 L 900 867-882 2000 384001-01-01L
PDD 100 L 1000 967-982 2000 384003-01-01L
RIGHT PART

el Tray width Dimension to the glass panel axis Height TRANSPARENT GLASS

(A2) (Y2) (H) Art. No.

PDD 80R 800 767-782 2000 384002-01-01R
PDD 90 R 900 867-882 2000 384001-01-01R
PDD 100 R 1000 967-982 2000 384003-01-01R

252 Dimensions are given in mm.



TECHNICAL DRAWINGS
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Model A1 A2 X1 X2 Y1 Y2 B1 B2 1 Cc2 D H
PDD 80Lx80R 800 | 800 | 785-800 785-800 767-782 767-782 | 440 | 440 188-203 188-203 840 | 2000
PDD 80Lx90R 800 | 900 | 785-800 885-900 767-782 867-882 | 440 | 440 188-203 288-303 840 | 2000
PDD 80Lx100R 800 | 1000 | 785-800 | 985-1000 | 767-782 967-982 | 440 | 440 188-203 388-403 840 | 2000
PDD 90L=80R 900 | 800 | 885-9500 | 785-800 | 867-882 | 767-782 | 440 | 440 | 288-303 | 188-203 | 840 | 2000
PDD 90Lx90R 900 | 900 | 885-900 | 885-900 | 867-882 | 867-882 | 440 | 440 | 288-303 | 288-303 | 840 | 2000

PDD 90Lx100R 900 | 1000 | 885-900 | 985-1000 | 867-882 | 967-982 | 440 | 440 | 288-303 | 388-403 | 840 | 2000
PDD 100Lx80R 1000 | 800 | 985-1000 | 785-800 | 967-982 | 767-782 | 440 | 440 | 388-403 | 188-203 | 840 | 2000
PDD 100Lx90R 1000 | 900 | 985-1000 | 885-900 | 967-982 | 867-882 | 440 | 440 | 388-403 | 288-303 | 840 | 2000
PDD 100Lx100R | 1000 | 1000 | 985-1000 | 985-1000 | 967-982 | 967-982 | 440 | 440 | 388-403 | 388-403 | 840 | 2000

ADDITIONAL OPTIONS
- +2+4 cm W \
MADE EXTENSION HANDLE
TO MEASURE PROFILES EXCHANGE
p.6 p.21 OPTION

p.16

Extension profiles

Profile + 2 cm P01-154200001
Profile +4 cm P01-155200001
NAVIGATION
PDD KDJ KDJ B KDD KDD B KDJ+S DWJ DWJS DWB
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Dimensions are given in mm. 253
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